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I Channel 240C0, Randolph, UT 
KMGR, Channel 239C1, Delta, UT 
Gain/Loss Study 
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Engineering Statement 
In Support of a Counterproposal 

Channel 260C3 (KLZX), Weston, ID Allocation Study 

REFERENCE DISP 
41 52 18 N CLASS = C3 DATA 
111 48 31 W Current Spacings SEAR 

Channel 260 - 99.9 MHz --------------- 

Call Channel Location Dist Azi FCC 

KZDX LIC 260C Burley ID 157.19 289.8 23 
Of concern: 
Channel 228C substituted for channel 260C at Burley, ID in th, 
instant counterproposal. 

___-__________------------ 

~ ~ ~ ~ ~ ~ ~ _ _ _ _ _ _ _ _ _ ~ ~ ~ ~ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ - - - - - ~ ~ ~ ~ ~ ~ - -  

K1TT.C CP -2  261C2 Soda Springs ID 91.48 15.6 11 
ID 84.81 6.9 8 K1TT.A APP 261A Soda Springs 
I D  87.07 10.7 8 KITT LIC 261A Soda Springs 

Of concern: 
Channel 260C3 substituted at Wilson, WY for use by KITT 
(see below). 

KSFI LIC 262C salt Lake City UT 138.59 193.8 9 
KJMY LIC 258C Bountiful UT 143.38 191.9 9 

AD260 PRO 260C3 Wilson WY 202.40 22.2 15: 
Of note: 
Proposed allocation coordinates f o r  KITT. 

NEW .C CP -N 258C1 Aberdeen ID 125.52 332.8 71 

AY DATES 
09-13-05 

H 09-16-05 

Margin 

. o  -79.81 

.O -25.52 

. O  -4.13 

.o -1.93 

. o  42.59 

. o  47.38 

.O 49.40 

. o  49.52 



Engineering Statement 
In Support of a Counterproposal 

Channel 228C (KZDX), Burley, ID Allocation Study 

REFERENCE DISP 
42 29 33 N CLASS = C DATA 
113 44 44 W Current Spacings SEAR 

Channel 228 - 93.5 MHz --------------- 

Call Channel Location Dist A z i  FCC 

KZBQ LIC 2296 Pocatello ID 109.23 67.2 24 
K2BQ.C CP 229CO Pocatello ID 108.74 67.3 22 

Of concern: 
KZBQ moves to channel 230 in the instant counterproposal ( see  

KUBLFM LIC 227C Salt Lake City UT 240.90 147.3 24 

AD230 PRO 230C Pocatello ID 109.23 67.2 10 

__________-___- - - - - -______  

. ................................................................ 

Of note: 
Proposed facility for KZBQ at Pocatello. 

KJAX LIC 227C Jackson WY 2 6 6 . 8 1  65.1 24 

AY DATES 
09-13-05 

H 09-18-05 

Margin 

. O  -131.71 

. O  -111.26 

below). 

.o  -0.10 

.o 4.23 

. o  25.81 

bit E, Figure 16 I 







Engineering Statement 
In Support of a Counterproposal 

Channel 230C (KZBQ), Pocatello, ID Allocation Study 

REFERENCE DISP 
42 51 57 N CLASS = C DATA 
112 30 46 W Current Spacings SEAR 

Channel 230 - 93.9 MHz --------------- 

Call Channel Location Dist Azi FCC 

. . . . . . . . . . . . . . . . . . . . . . . . . .  

KZBQ LIC 229C Pocatello ID 0.00 0.0 
K2BQ.C CP 229CO Pocatello ID 0.51 228.6 

Of no concern: 
Licensed and CP coordinates for KZBQ 

RADD ADD 230C2 Kemmerer WY 201.16 126.1 
Of no concern: 
This proposed allotment was dismissed in MM Docket 04-427. 

KADQFM LIC 232C2 Rexburg ID 108.36 23.9 

AD228 PRO 228C Burley ID 109.23 248.0 
Of note: 
Proposed facility f o r  KZDX. 

KODJ LIC 23112 Salt Lake City UT 252.66 173.3 
KVFX LIC 233C Logan UT 116.80 157.0 
VA232 VAC 232C3 Hazelton IU 135.87 257.9 
RADD ADD 283A Ammon ID 77.14 32.5 

24 
22' 

24 

10 

lo! 

24 
10' 

91 
2' 

AY DATES 
09-13-05 

H 09-16-05 

Margin 

. O  -241.00 

.o -219.49 

- - - - - - - 

. o  -47.84 

. o  3.36 

.o 4.23 

. o  11.66 

. o  11.80 

. o  39.87 

. o  48.14 

bit E, Figure 19 I 



Engineering Statement 
In Support of a Counterproposal 

Channel 260C3 (KITT), Wilson, WY Allocation Study 

REFERENCE DISP 
43 33 15 N CLASS = C3 DATA 
110 51 38 W Current Spacings SEAR 

Channel 260 - 99.9 MHz --------------- 

Call Channel Location Dist Azi FCC 

- - _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  

K1TT.C CP -2 261C2 Soda Springs ID 112.03 208.2 11 
Of note: 
CP coordinates used by KITT. 

RADD ADD 259C Meetaetse WY 173.44 66.5 17 
Of note: 
MX point with the instant petition for rule making. Channel 
proposed as a substitute for use at Meeteetse, WY. 

KURT.C CP 206C3 Jackson WY 13.54 139.9 1 
K B Y I  LIC 263C1 Rexburg ID 91.52 285.1 7 
KBOZFM CP 260C1 Bozeman MT 235.49 359.9 21 

KZDX LIC 260C Burley ID 261.70 239.7 23 
Of note: 
Channel 260C at Burley is substituted with channel 228C in th 
instant counterproposal. 

KBOZFM LIC 260C1 Bozeman MT 237.85 357.7 21 

KITT LIC 261A Soda Springs ID 118.37 211.2 8 
K1TT.A APP 261A Soda Springs ID 122.59 213.3 8 

Of note: 
Class A coordinates used by KITT. 

AD260 PRO 260C3 Weston ID 202.40 202.8 15 
Of note: 
Proposed substitute channel used by KLZX. 

A Y  D A T E S  
09-13-05 

H 09-16-05 

Margin 

.o -4.97 

. O  -2.56 

88C is 

. o  

. o  

.o  

. o  

.o  

.o 

. o  

. o  

-0.46 
15.52 
24.49 

24.70 

26.85 

29.37 
33.59 

49.40 

I Exhibit E, Figure 20 I 
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Engineering Statement 
In Support of a Counterproposal 

Channel 288C, Meeteetse, WY Allocation Study 

REFERENCE DISP 
44 09 56 N CLASS = C DATA 
108 51 04 W Current Spacings SEAR 

Channel 288 - 105.5 MHz -------------- 

Call Channel Location Dist Azi FCC 

- - - _ _ _ - _ _ _ _ _ _ _ _ _ _ - _ _ _ _ _ _ _ _  

KTHK LIC-D 288C1 Idaho Falls ID 269.69 251.4 27 
KHAD.C CP 288C2 Mills WY 259.60 126.8 24 
AU062 VAC 29OC Shoshoni WY 119.40 149.8 10 
AU062 VAC 286C3 Ten Sleep WY 113.13 96.9 9 
AU062 VAC 287A Clearmont WY 203.76 74.1 16 
AU062 VAC 286A Hudson WY 141.52 171.1 9 

AY DATES 
09-13-05 

H 09-16-05 
- - - - - - - - - -. 

Margin 

. o  -0.31 

. o  10.60 

. o  14.40 

. o  17.13 

. o  38.76 

. o  46.52 

bit E, Figure 24 1 
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POP. LOSS = 210 
Gain Area = 336 sq km 
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Engineering Statement 
In Support of a Counterproposal 

Channel 297C1 (KAOX), Shelley, ID Allocation Study 

REFERENCE DISP 
43 02 00 N CLASS = C1 DATA 
111 55 34 w Current Spacings SEAR 

Channel 297 - 107.3 MHz -------------- _ _ _ - - - _ _ - _ _ _ - - - - - - _ _ - ~ ~ ~ ~ ~  

RDEL DEL 297C1 Kammerer WY 177.01 138.2 24 
KAOX LIC 297C1 Kennrarer WY 177.01 138.2 24 
KA0X.C CP 297C2 Kammerer WY 177.01 138.2 22 

Of no concern: 
Coordinates used by KAOX. 

KQEO RSV 299C1 Idaho Falls ID 35.96 349.6 8 
KQE0.A APP-D 299C1 Idaho Falls ID 35.96 349.6 8 

Of concern: 
Station moves to channel 299C1 in the instant counterproposal 

AD300 PRO 300C1 Idaho Falls ID 81.66 357.8 8 
Of note: 
Proposed facility for KQEO. 

RADD ADD 294C2 Jackson WY 106.70 61.9 7 
RDEL DEL 295C Brigham City UT 141.02 190.4 10 
KRAR LIC-N 295C Brigham City UT 141.02 190.4 10 

AY DATES 
09-13-05 

H 09-16-05 

Margin 

. o  

.o 

.o 

.o 

.o 

. O  

. o  

. o  

. o  

. o  

-120.33 

-67.99 
-67.99 
-46.99 

-46.04 
-46.04 

-0.34 

27.70 
36.02 
36.02 

I Exhibit E, Figure 27 I 



1 



Pop. Gain = 258,836 
Pop. Loss = 4,901 
Gain Area = 16,422 sq km 
Loss Area = 8,560 sq km 

i 
Exhibit E, Figure 29 Exhibit E, Figure 29 n 

Channel 297C1, Shelley, ID 
KAOX, Channel 297C2, Kemmerer, WY 
GainlLoss Study 





Engineering Statement 
In Support of a Counterproposal 

Channel 300C1 (KQEO), Idaho Falls, ID Allocation Study 

REFERENCE DISP 
43 46 04 N CLASS = C 1  DATA 
111 57 57 w Current Spacings SEAR 

Channel 300 - 107.9 MHz -------------- 

Call Channel Location Dist Azi FCC 

KQE0.A APP-D 2 9 9 C 1  Idaho Falls ID 46.35 184.0 17 
KQEO RSV 299C1 Idaho Falls ID 46.35 184.0 17 

_ _ _ _ _ _ - _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  

_ _ _ _ _ _ _ _ _ - - - - _ _ _ - - _ - _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ ~ - ~ ~ ~ - - - - - ~ - ~ ~ ~ ~ ~ ~ - ~ ~ ~ ~ ~ ~  

Of no concern: 
Coordinates used by KQEO. 

AD297 PRO 297121 S h e l l e y  ID 81.66 1 7 7 . 7  8 
Of note: 
Proposed coordintes used by KAOX's proposed move to Shelley, 
on channel 297C1 in the instant counterproposal. 

RDEL DEL 300C Roy UT 281.56 188.1 21 
KUDD LIC 300C Roy UT 281.56 188.1 27 
KLCE LIC 247C Blackfoot ID 63.52 242.3 4 
RADD ADD 300C Randolph UT 307.09 166.2 27 
_-____---________-_---------------------------------------------- 

E 

AY DATES 
09-13-05 

H 09-18-05 

Margin 

. O  -130.65 

. O  -130.65 

. o  -0.34 

D 

. o  11.56 

. o  11.56 

. o  22.52 

. o  37.09 

ibit E, Figure 31 I 



I 



~ 

KQEO, Channel 296C1, Idaho Falls, ID 
Channel 300C1, Idaho Falls, ID 
GainlLoss Study 



Engineering Statement 
In Support of a Counterproposal 

Channel 223C1 (KCUA), Diamondville, WY Allocation Study 

REFERENCE DISF 
41 54 14 N CLASS = C1 DATA 
110 31 06 W Current Spacings SEAR 

Channel 223 - 92.5 MHz --------------- 

Call Channel Location Dist Azi FCC 

_ _ - - - ~ _ _ _ _ _ _ _ _ _ _ _ _ _ _ - - - - - -  

RADD ADD 223C1 Diamondville UT 0.00 0.0 24 
RADD ADD 223C1 Diamondville m 0.00 0.0 24 

Of no concern: 
This proposed allotment has been dismissed in the Report and 
in MM Docket 04-427. 

KCUA LIC 223C3 Naples UT 166.54 155.5 21 
RDEL DEL 223C3 Naples UT 166.54 155.5 21 

Of no concern: 
Licensed coordinates of KCUA. 

RDEL DEL 223C2 South Jordan UT 197.42 226.0 22 
KWU.C CP 223C2 South Jordan UT 197.42 226.0 22 
AL223 RSV 223C2 South Jordan UT 197.42 226.0 22 

Of concern: 
Channel 223A substituted for channel 223C2 at South Jordan, U 

AD223 PRO 223A South Jordan UT 200.64 216.9 20 
Of note: 
Proposed allocation of KUUU to 223A. 

RADD ADD 223A South Jordan UT 200.64 216.9 20 
Of no concern: 
This proposed allotment has been dismissed in the Report and 
in MM Docket 04-427. 

KFRZ LIC 221C Green River WY 107.60 114.6 10 
KBLQFM LIC 225C1 Logan UT 107.15 268.5 8 
KMQS.C CP 222C3 Victor ID 179.87 348.1 14 
KLZY LIC 223C Powell WY 308.64 20.5 27 

.Y DATES 
09-13-05 
09-16-05 

Margin 

0 -245.00 
0 -245.00 

der 

0 -44.46 
0 -44.46 

0 -26.58 
0 -26.58 
0 -26.58 

0 0.64 

0 0.64 

der 

0 2.60 
0 25.15 
0 35.87 
0 38.64 



Exhibit E, Figure 35 Zt! 

hannel 223C1, Diamondville, M 
70 dBu Contour 
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